
 BACK CONNECTED TEST SWITCHES 

  SPECIFICATIONS and FEATURES 

 Typically offered as a ten (10) 
pole switch, however other 
sizes are available as well. 

 Lightweight construcƟon. 

 600 Volt, 30 Amp capacity. 

 Meets all applicable ANSI  

       C12.9 Standards for Test        

       Switches. 

 Durable and self‐exƟnguishing     

       base and cover. 
 

Let TESCO be your source for all of your test switch needs, even the smaller quanƟƟes or 
“special applicaƟons.”  TESCO can provide your Back Connected Test Switches for either               
substaƟon applicaƟon or replacements for other, older applicaƟons you may have.  
 
Designed so the switch is mounted on one side of a panel and insulated studs project from the 
opposite side of the switch, TESCO’s Back Connected Test Switch allows wiring to be connected 
to those rear‐projecƟng studs.  

TESCO  ●  925 Canal Street, Bristol, PA 19007  ●  ph: 215.785.2338  ●  www.tescometering.com  ●  info@tescometering.com 

 Reversed potenƟals available. 
 All current carrying components  
       can be supplied with Ɵn plaƟng,     
       nickel plaƟng or no plaƟng. 
 Rugged, one‐piece jaw ensures  
       long life, durability and reliable    
       contact. 
 
Contact TESCO today for a 

quote or for more informaƟon 
at 215.785.2338. 

 Unless otherwise specified, the 
insulated switch blade knobs will 
be furnished in red for potenƟal 
and in black for current. Any         
other combinaƟon of colors is 
available. 

 Secured with wing nuts. 
 High‐strength thermoplasƟc 

switch handles. 
 Sturdy switch assemblies                    

epoxied into base. 
 Standard mounƟng dimensions. 

 

TESCO is your source for all of your                             
Test Switch needs!  


